












Colonial Posts

Colonial Plus Posts

Available Colors

Accessories

	                                Length
Style	 78”	 84”	 90”	 102”
Universal & 
Universal Spear	

x		  x	 x

Universal Flat Bottom	 x	 x		  x

Spear & 
Staggered Spear	

x		  x	 x

Picket	 x		  x	 x

Blank (.06 and .125)	 x	 x	 x	 x

			             Length
Style	 78”	 84”	 90”	 96”	 102”	 108”
Universal & 
Universal Spear	

x		  x	 x

Universal Flat Bottom	 x	 x		

Spear & 
Staggered Spear	

x		  x		  x

Picket	 x		  x		  x

Blank (.09 wall)	 x	 x	 x		  x

Blank (.125 wall)	 x	 x	 x	 x	 x	 x

Blank (.250 wall)		  x		  x		  x
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Accessories

1.1 SCOPE: 
This specification covers materials and construction requirements 
for Colonial and Colonial Plus Aluminum® Fence.

1.2 MATERIALS:
1.2a COLONIAL 5/8” PICKET
A. PICKETS: 5/8” x 5/8” square, .045” wall thickness, 6063 T52 
aluminum tubular members, having an ultimate tensile strength 
of at least 26,000 psi (152 MPa) and yield strength of at least 
20,000 psi (110 MPa). Space pickets 3.792” face to face. 

B. RAILS: 1” W (.055 wall thickness) x 1” H (.082 wall thickness), 
6063 T6 aluminum “U” channel, having an ultimate tensile 
strength of at least 30,000 psi (207 MPa) and yield strength of at 
least 25,000 psi (172 MPa). 

C. POSTS: 2” x 2” square, .060” wall thickness, 6063 T6 aluminum 
tubular members, having an ultimate tensile strength of at least 
30,000 psi (207 MPa) and yield strength of at least 25,000 psi (172 
MPa). 

D. GATE POSTS: 2” x 2” square, .125” wall thickness, 6063 T6 
aluminum tubular members, having an ultimate tensile strength 
of at least 30,000 psi (207 MPa) and yield strength of at least 
25,000 psi (172 MPa). 

E. POST CAPS: 2” x 2”, flat, aluminum die cast. 2” x 2”, ball, 
aluminum die cast.

1.2b COLONIAL PLUS 3/4” PICKET 
A. PICKETS: 3/4” x 3/4” square, .053” wall thickness, 6063 T52 
aluminum tubular members, having an ultimate tensile strength 
of at least 22,000 psi (152 MPa) and yield strength of at least 
16,000 psi (110 MPa). Space pickets 3.938” face to face. 

B. RAILS: 1.25”W (.065 wall thickness) x 1.5”H (.075 wall thickness), 
6063 T6 aluminum “U” channel, having an ultimate tensile 
strength of at least 30,000 psi (207 MPa) and yield strength of at 
least 25,000 psi (172 MPa). 

C. POSTS: 6063 T6 aluminum tubular members, having an 
ultimate tensile strength of at least 30,000 psi (207 MPa) and 
yield strength of at least 25,000 psi (172 MPa).  The size and wall 
thickness are listed below:

Post Type Size Wall Thickness
Line, End, Corner, 
Blank

2.5” .09”

Gate, Blank 2.5” 0.125”
Blank 3” 0.125”
Blank 4” 0.250”

D. POST CAPS: 2.5” x 2.5”, flat, aluminum die cast. 2.5” x 2.5”, ball, 
aluminum die cast.

E. Brackets: 2.5” & 3” Universal, 2.5” & 3” Line, Wall and Swivel 
brackets.  Cast Aluminum.

F. Finials:  Cast Aluminum

1.3 ASSEMBLY:
A. All panels are pre-assembled with nylon screwless fasteners.

B. Rails are notched for screwless installation.

1.4 COATING:
Colonial Aluminum fencing utilizes polyester powder coating 
that will meet or exceed AAMA 2603-03 specifications. All fence 
sections and components are given an 9-step pre-treatment 
process that cleans and prepares the aluminum to assure 
complete adhesion of the powder coating.
Step 1 - Raw aluminum is inspected to be free of blemishes and is 
not exposed to outdoor elements.

Step 2 - Product enters heated alkaline cleaner stage to remove 
extrusion and fabrication oils.

Step 3 - City water rinse. 

Step 4 - Recycling reverse osmosis water rinse.

Step 5 - Pure reverse osmosis water rinse.
Step 6 - Primer/sealer conversion coating, which provides a strong 
adhesion of coating to the aluminum.
Step 7 - Pure reverse osmosis water rinse. Final rinse is of the 
same quality as bottled drinking water. Clean water removes 
contaminates which will hinder coating performance.

Step 8 - A 200 MPH air blast removes water drops from the pre-
treated product.

Step 9 - A convection oven completes the dry-off process for a 
clean dry surface to powder coat.
 
Powder application is automated. Compressed process air is 
dried to -35°F Dew Point for superior adhesion and aesthetics. 
The powder booth contains powder coating overspray with no 
emissions to the surrounding environment.

The final step of the powder coating process is the cure oven 
where the powder coating gels and bonds to the aluminum.

COLOR- Black, white or bronze. Other colors are available on 
special order.

1.5 WARRANTY:
Provide Master Halco’s lifetime limited warranty that its ornamental 
fence system is free from defects in material or workmanship 
including cracking, peeling, blistering and rust. The Lifetime 
Limited Warranty applies only to living entities. Non-living entities 
shall include but not be limited to governments, municipalities, 
corporations, and commercial operations. All non-living entities 
shall receive a 30-year limited warranty from the date of purchase. 
This Limited Warranty applies only to systems constructed entirely 
of components manufactured and/or supplied by Master Halco.
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Heritage & Commitment
Master Halco is the master of security, innovation and style.  

As North America’s leading manufacturer and wholesale 

distributor of fencing systems, we are the provider of choice 

for thousands of professional fence and security contractors 

and quality building material retailers.  Since 1961, we have 

been the industry’s premier fencing provider. 

Full Fencing Solutions
Master Halco distributes a broad range of fencing 

solutions for commercial and residential applications, 

including: 

    •  Chain-link

    •  Ornamental fence (steel & aluminum)

    •  Welded wire

    •  Wood 

    •  PVC

    •  Composite  

For more information about Master Halco products and 

services, call 1.888.MH.FENCE toll-free or visit us online 

at www.masterhalco.com.

MasterHalco.com  |  888-MH-Fence

Branch service centers are located 
throughout North America.
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